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Address: 2614 Scuth Seventh Street, St. Louls, St. Louls i
City County, Missouri
Present Cwner: John Rollman

Pregent Qcoupant

and Usge:

Vacant

Brief Statement This is 2 2-1/2 story, brick town house that was

"of Sigaificsnce: used {or an carly German Lutheran hospitel.

Original znd subsequent owners: Guide Steinkauler 1858,
German Lutheran Hospital 1864, Numerous owners.

Prepared by William Swekoskey
for the Lendmerks Inc. Lssociation
of St. Louis
August 1960,

Architectural cheracter: This is a simple, 2-1,2 story
late Greek Revivel, brick town house.

PART I. HISTQRICAL INFORMATION
L. Physical History
1.
F. W. Shurwright 18584.
2. Date of erection: About 1858.
PAAT 1T, ARCHITECTURAL INFORMET ION
A, General Statement
1
2. Condition of fabric: FPoor.
B.

Technical Description of Fxterlior

1

2.
3.

4.

Cverall dimensions: 2-1,2 story, town house, 30" x 50!
(3 beys wide)

Foundations: Limestone
¥all construction: Brick

Chimmeys: Two.
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Openings:

&. Doorwasys and doors: Slightly recessed doorwey framed
with pancled srchitraves and head. Four panel door
with side and top lights.

b. Windows: Double hung windows with either single
or deuble light sash. Front window openings have
slightl: pesked stone liatels; rear windows have
low segmental brick srches.

Roof':

a. Shape, covering: Gable rcof; coverad with
builder'ts paper

b. Cornice: Very simple, wood denilculsted cornice
on front only.

a, Dormers: One gable roofed dormer on front.

Technical Description of Interior

L.

s

Floor plans: Two rcoms with side entrsnce-siair hall
and back extension on each floor.

Steirways: Open string stair turned at the top, with
slender tepered round balusters and a faceoted heavy
newel post.

Flooring: Yood

Wall and celling finish: Plasier

Doorways end doore: Four paneled doors in simvle frames
with slightly peaked heads.

Trim: &iolded wood utrinm
Herdware: Original hardware missing,
Lighiing: ZIleciric

Hesting: 3toves.

Site: Faces west

Prepared by Hoberl G. Stewart, Architect
ior the Landmsrks Inc. fasociation
of 5%, Louls - fuguse 1960



